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4

Structural System


Small residential buildings do not 
have for the most part inherent 
structural problems. Even many 
19th-century buildings, that often 
show signs of settlement, may 
have only minor structural faults 
that can be readily remedied. 
Major structural problems, when 
they do occur, are usually quite 
obvious. It is the less obvious 
problems that require careful in-
spection and informed diagnosis. 
Such problems are often detected 
through a pattern of symptoms 
rather than any one symptom. 
This chapter describes signs of 
structural distress, deterioration, 
and damage by material type: 
masonry (the most difficult to 
assess), wood, iron and steel, and 
concrete. If applicable, also refer 
to Appendix A, The Effects of Fire 
on Structural Systems, and 
Appendix B, Wood Inhabiting 
Organisms. 

4.1 
Seismic Resistance 

If the building is in seismic zones 
2B, 3, and 4 (California, Idaho, 
Nevada, Oregon, Washington, and 
portions of Alaska, Arizona, Ark-
ansas, Hawaii, Missouri, Montana, 
New Mexico, Utah, and Wyoming), 
have a structural engineer check 
the following conditions for struc-
tural vulnerability. Note that 
wood frame buildings with brick 
or stone veneer are still consid-
ered wood frame. 

Figure 4.1 
Assessing Structural Capacity 

Unless there is obvious overloading, significant deterioration 
of important structural components, or additional loading is 
anticipated, there is usually little need to verify the building’s 
structural design or to recompute its structural capacity. A 
thorough visual inspection of its structural components is all 
that is normally necessary. On some occasions, however, ceil-
ings or other building elements may have to be opened for a 
selective inspection of critical structural members. A suffi-
cient number of members must be examined to afford a rea-
sonable assurance that they are representative of the total 
structure. 

Test: A laboratory test may be helpful in determining the strength of a 
masonry wall section or some other structural component. A represen-
tative sample of the material or component in question must be 
removed from the structure for the test, which should be performed 
under the guidance of a qualified structural engineer and conducted by 
a certified testing laboratory. Refer to the ASTM tests listed in Sections 
4.3, 4.8, and 4.9. 

If doubt remains about the building’s structural capacity 
after visual inspection, laboratory tests may be the next step. 
Also, if the building’s structural loading is to be dramatically 
increased during its rehabilitation by such things as a water 
bed, stone kitchen countertop, tile flooring, or heavy stove 
and oven, a quantitative analysis should be made of all the 
structural members involved. Simple calculations may be 
made in accordance with Ambrose’s Simplified Engineering 
for Architects and Builders or, when wood-supported spans 
are involved, the use of the span tables in CABO One- and 
Two-Family Dwelling Code, the International Residential Code 
for One- and Two-Family Dwellings, or the local building 
code may be sufficient. More complex calculations should be 
performed by a qualified structural engineer in accordance 
with ASCE 11, Guideline for Structural Condition Assessment 
of Existing Buildings. 

�	 Wood frame buildings that are 
not physically anchored to 
their foundations. Such build-
ings may be vulnerable to 
shifting or sliding. 

�	 Wood frame buildings and 
wood-framed portions (porch-
es, for example) or other build-
ings when they are supported 
above ground on either short 
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wood studs (cripple walls) or 
on piers of stone, masonry, or 
concrete. Such buildings may 
be vulnerable to tilting or 
falling over. 

�	 Unreinforced and inadequate-
ly reinforced masonry build-
ings. Such buildings may be 
vulnerable to total or partial 
collapse due to inadequate 
reinforcement or to inadequate 
anchorage of roofs and walls 
to the floors. Use as a refer-
ence Seismic Strengthening 
Provisions for Unreinforced 
Masonry Bearing Wall 
Buildings, Appendix Chapter 1 
of the Uniform Code for 
Building Conservation. 

�	 Buildings of any type that 
have irregular shapes. Such 
buildings may be vulnerable to 
partial collapse. 

�	 Wood frame and masonry 
buildings with more than one 
story above grade where the 
story at grade is a large unob-
structed open space, such as a 
garage. Such buildings may be 
vulnerable to collapse of the 
story at grade. 

�	 Wood frame and masonry 
buildings with more than one 
story above grade that are 
constructed on sloping hill-
sides, and buildings of any 
type of construction and 
height that are constructed on 
steep slopes of 20 ºF (-7 ºC) or 
more. Such buildings may be 
vulnerable to sliding. 

If the building is in seismic zone 
2A (Connecticut, Massachusetts, 
Rhode Island, South Carolina, and 
portions of Georgia, Illinois, Ind-
iana, Kansas, Kentucky, Maine, 

New Hampshire, New Jersey, New 
York, North Carolina, Oklahoma, 
Pennsylvania, Tennessee, Ver-
mont, and Virginia) and has more 
than two stories above grade, 
consider having a structural engi-
neer check for the last two condi-
tions (large unobstructed open 
space at grade and sloped sites). 

Buildings not of wood frame or 
masonry construction, such as 
stone, adobe, log, and post and 
beam structures, as well as build-
ings with more than one type of 
construction in any seismic zone, 
should be investigated by a struc-
tural engineer to determine their 
seismic vulnerability. 

Masonry bearing wall buildings in 
seismic zones 2B, 3, and 4 should 
be investigated by a structural 
engineer for the presence of rein-
forcing steel. Use as a reference 
Seismic Strengthening Provisions 
for Unreinforced Masonry Bearing 
Wall Buildings, Appendix Chapter 
1 of the Uniform Code for Build-
ing Conservation. 

Have a structural engineer check 
the anchorage of wood framed 
structures to their foundations 
and investigate all such structures 
supported on cripple walls or 
piers in seismic zones 2, 3, and 4. 

In all seismic zones, a structural 
engineer should investigate build-
ings with more than one story 
above grade where the story at 
grade is a large unobstructed 
open space or the building is on a 
sloping hillside and in seismic 
zones 2B, 3, and 4, buildings with 
an irregular shape. 

4.2 
Wind Resistance 

The coasts of the Gulf of Mexico, 
the south- and mid-Atlantic coast, 
the coastal areas of Puerto Rico, 
the U.S. Virgin Islands and Hawaii 
as well as the U.S. territories of 
American Samoa and Guam are 
vulnerable to hurricanes in the 
late summer and early fall. Hur-
ricanes are large, slow moving, 
damaging storms characterized 
by gusting winds from different 
directions, rain, flooding, high 
waves, and storm surges. Winter 
storms along the mid- and north-
Atlantic coast can be more dam-
aging than hurricanes because of 
their greater frequency, longer 
duration, and high erosion im-
pacts on the coastline. Even in 
states not normally considered 
susceptible to extreme wind 
storms, there are areas that exper-
ience dangerously high winds. 
These areas are typically near 
mountain ranges and include the 
Pacific Northwest coast. Other 
extreme wind areas include the 
plains states, which are especially 
subject to tornadoes. 

In addition to the direct effects of 
high winds and winter on build-
ings, hurricanes and other severe 
storms generate airborne debris 
that can damage buildings. 
Debris, such as small stones, tree 
branches, roof shingles and tiles, 
building parts and other objects, 
is picked up by the wind and 
moved with enough force to dam-
age and even penetrate windows, 
doors, walls, and roofs. When a 
building’s exterior envelope is 
breached by debris, the building 
can become pressurized, 
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subjecting its walls and roof to 
much higher damaging wind pres-
sures. In general, the stronger the 
wind, the larger and heavier the 
debris it can carry and the greater 
the risk of severe damage. 

If the building is in a hurricane or 
high-wind region, have a structur-
al engineer check its structural 
system for continuity of load 
path, including resistance to uplift 
forces. If there is an accessible 
attic, check for improper attach-
ment of the roof sheathing to the 
roof framing members by looking 
for unengaged or partially 
engaged nails. Check for the 
presence of hurricane hold-down 
clips for joists, rafters, and truss-
es at the exterior wall. Examine 
the gable end walls and the roof 
trusses for lateral bracing. Check 
to see whether the exterior 
wall and other load-bearing walls 
are securely attached to the 
f o u n d a t i o n . 

4.3

Masonry, General


All exposed masonry should be 
inspected for cracking, spalling, 
bowing (bulges vertically), sweep-
ing (bulges horizontally), leaning, 
and mortar deterioration. Before 
beginning a detailed masonry 
inspection, determine which walls 
are load-bearing and which are 
not. Usually this can be done by 
examining the beams and joists in 
the building’s basement or crawl 
space or attic. Note also whether 
the walls are solid masonry or 
masonry cavity, or whether they 
are non-structural brick or stone 
veneer. The overall quality of the 
building’s construction, and often 

A common masonry wall crack probably caused by thermal or moisture expansion. If 
possible, monitor such cracks over a period of time to see if they’re active. Active cracks 
should be sealed with a flexible sealant; inactive cracks may be pointed. 

that of its neighborhood, will be a 
good indicator of the condition of 
its masonry. 

There may be a substantial differ-
ence in the masonry walls in 
buildings built during the last 40 
to 50 years compared to those 
constructed earlier. Walls became 
thinner as designers began to 
exploit more effectively the com-
pressive strength of masonry by 
using higher strength masonry 
materials and mortars. This 
change came at the expense of 
flexibility as such walls are often 
more brittle than their massive 
ancestors and, therefore, more 
subject to stress-induced damage. 

Tests: Two methods of testing are 
sometimes useful for assessing 
masonry. Probe holes can be drilled 

through the joints or masonry units 
with a masonry bit and probed with a 
stiff wire (or, if available, a fiber optic 
device) to determine a wall’s thick-
ness and the adequacy of its mortar. 
The probe holes are patched after the 
investigation has been completed. A 
hammer test can be used to deter-
mine the structural soundness of 
masonry units and their bond to the 
mortar. The masonry is tapped lightly 
with a hammer and the resonance of 
the sound produced is evaluated. Two 
tests may also be useful: ASTM 
E518, Standard Test Methods for 
Flexural Bond Strength of Masonry , 
and ASTM E519, Standard Test 
Method for Diagonal Tension (Shear) 
in Masonry Assemblages. See a qual-
ified masonry consultant for the 
proper use of these tests on existing 
masonry. 
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The brick shown here is highly spalled from 
the effects of excessive moisture penetra-
tion and subsequent freezing. The damage 
cannot be repaired, although individual 
bricks can be replaced and the mortar 
pointed. The new mortar should be of the 
same composition as the old. 

�	 Masonry cracking. Although 
masonry can deform elastically 
over long periods of time to 
accommodate small amounts 
of movement, large movements 
normally cause cracking. 
Cracks may appear along the 
mortar joints or through the 
masonry units. Cracking can 
result from a variety of prob-
lems: differential settlement of 
foundations, drying shrinkage 
(particularly in concrete block), 
expansion and contraction due 
to ambient thermal and mois-
ture variations, improper sup-
port over openings, the effects 
of freeze-thaw cycles, the 

Building settlement due to cut and fill excavation 

Differential settlement caused by variable soil types 

corrosion of iron and steel wall 
reinforcement, differential 
movement between building 
materials, expansion of salts, 
and the bulging or leaning of 
walls. These problems are more 

fully discussed in Sections 4.4 
and 4.5. 

Cracks should always be 
evaluated to determine their 
cause and whether corrective 
action is required. Look for 
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Evidence of frost heaving 

An extreme case of structural failure in a masonry wall due to foundation settlement. The wall 
and foundation must be completely rebuilt. 

signs of movement. A clean 
crack indicates recent move-
ment; a dirty or previously 
filled crack may be inactive 
(a pocket lens may be useful 
for such an examination). 
Correlate the width of larger 
cracks to the age of the build-
ing. A one-half-inch crack in a 
new building may be a sign of 
rapid settlement, but in a 
building 50 years old, it may 
indicate a very slow movement 
of only 1/100 of an inch 
(0.25 mm) per year. In each 
case the cause and treatment 
may differ. 

Test: Crack movement can be mea-
sured with a commercially available 
joint movement indicator. This device 
is temporarily fastened over the crack 
and a scribe records movement over 
a period of time. Cyclical movements 
may take six months or more to mea-
sure, but diurnal movements can be 
recorded over a few days. Hand 
measurements can also be made of 
crack movements, but these will be 
less precise and require repeated 
field visits. 

Cracks associated with thermal 
expansion and contraction may 
open and close with the sea-
son. These are cyclical cracks, 
which may gradually expand as 
accumulating mortar debris 
jams them farther apart after 
each cycle. Such cracks should 
be cleaned and protected by 
flexible sealants; remortaring 
cyclical cracks will hold them 
open and cause more cracking. 

When there are masonry 
problems, it is advisable to 
procure the services of a struc-
tural engineer. If problems 
appear to be due to differential 
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settlement, a soils engineer 
also may be required. 

� Mortar deterioration. The two 
important qualities of mortar 
are its ability to bond to 
masonry and its internal 
strength. A sign of poorly 
made mortar may be random 
cracking at the bond joint. 
Until about the end of the 19th 
century, the standard mortar 
for masonry was a mixture of 
sand and pure lime or lime-
possolan-sand. These low 
strength mortars gave masonry 
the ability to absorb consider-
able strain. Accordingly, the 
tendency to crack was reduced 
and when cracks did appear in 
the mortar joints, they were to 
a great extent capable of chem-
ical reconstitution or “self heal-
ing.” Thus, the age of the 
building may be a good clue in 
evaluating its mortar problems. 
Older mortar (or mortar of any 
age that uses hydrated lime) 
will be softer and may require 
pointing, but otherwise may be 
responsible for a sound wall. 

Most often, mortar deterio-
ration is found in areas of ex-
cessive moisture, such as near 
leaking downspouts, below 
windows, and at tops of walls. 
In such cases the remedy is to 
redirect the water flow and 
point the joints. Pointing 
should be performed with mor-
tar of a composition similar to 
or compatible with the original 
mortar. The use of high 
strength mortar to point mor-
tar of a lower strength can do 
serious damage to the masonry 
since the pointing can’t “flex” 
with or act in a similar way to 

the rest of the joint. It is useful 
to remember that mortar acts 
as a drainage system to equal-
ize hydrostatic pressure within 
the masonry. Nothing should 
be done to reduce its porosity 
and thereby block water flow 
to the exterior surface. 

Test: To determine the composition 
(percentage of lime and other materi-
als) of existing mortar, remove a sam-
ple and have it chemically analyzed 
by a testing laboratory. This should be 
done under the supervision of a quali-
fied structural engineer. 

� Deterioration of brick 
masonry units. The spalling, 
dusting, or flaking of brick 
masonry units may be due to 
either mechanical or chemical 
damage. Mechanical damage is 
caused by moisture entering 
the brick and freezing, result-
ing in spalling of the brick’s 
outer layers. Spalling may con-
tinue or may stop of its own 
accord after the outer layers 
that trapped the interior mois-
ture have broken off. Chemical 
damage is due to the leaching 
of chemicals from the ground 
into the brick, resulting in 
internal deterioration. External 
signs of such deterioration are 
a dusting or flaking of the 
brick. 

Very little can be done to 
correct existing mechanical 
and chemical damage except to 
replace the brick. Mechanical 
deterioration can be slowed or 
stopped by directing water 
away from the masonry sur-
face and by pointing mortar 
joints to slow water entry into 
the wall. Surface sealants 
(damp proofing coatings) are 

rarely effective and may hasten 
deterioration by trapping mois-
ture or soluble salts that inev-
itably penetrate the wall and in 
turn cause further spalling. 
Chemical deterioration can be 
slowed or stopped by adding a 
damp proof course (or inject-
ing a damp proofing material) 
into the brick wall just above 
the ground line. Consult a 
masonry specialist for this type 
of repair. 

4.4 
Masonry Foundations 

and Piers 
Inspect stone, brick, concrete, or 
concrete block foundations for 
signs of the following problems 
(this may require some digging 
around the foundation): 

� Problems associated with dif-
ferential settlement. Uneven 
(differential) settlement can be 
a major structural problem in 
small residential buildings, 
although serious settlement 
problems are relatively uncom-
mon. Many signs of masonry 
distress are incorrectly diag-
nosed as settlement-related 
when in fact they are due to 
moisture and thermal 
movements. 

Indications of differential 
settlement are vertical distor-
tion or cracking of masonry 
walls, warped interior and exte-
rior openings, sloped floors, 
and sticking doors and win-
dows. Settlement most often 
occurs early in the life of a 
building or when there is a 
dramatic change in under-
ground conditions. Often such 
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settlement is associated with 
improper foundation design, 
particularly inadequate footers 
and foundation walls. Other 
causes of settlement are: 

� soil consolidation under the 
footings 

� soil shrinkage due to the 
loss of moisture to nearby 
trees or large plants 

� soil swelling due to inade-
quate or blocked surface or 
house drainage 

� soil heaving due to frost or 
excessive root growth 

� gradual downward drift of 
clay soils on slopes 

� changes in water table level 

� soil erosion around footers 
from poor surface drainage, 
faulty drains, leaking water 
mains or other underground 
water movements (occasional-
ly, underground water may 
scour away earth along only 
one side of a footer, causing its 
rotation and the subsequent 
buckling or displacement of 
the foundation wall above) 

� soil compaction or move-
ment due to vibration from 
heavy equipment, vehicular 
traffic, or blasting, or from 
ground tremors (earthquakes). 

Gradual differential settlement 
over a long period of time may 
produce no masonry cracking 
at all, particularly in walls with 
older and softer bricks and 
high lime mortars; the wall will 
elastically deform instead. 
More rapid settlements, how-
ever, produce cracks that 
taper, being largest at one end 
and diminishing to a hairline at 

This pier has been overstressed by movement of the porch and column. The entire assembly 
should be rebuilt. 

the other, depending on the 
direction and location of settle-
ment below the wall. Cracking 
is most likely to occur at cor-
ners and adjacent to openings, 
and usually follows a rough 
diagonal along mortar joints 
(although individual masonry 
units may be split). Settlement 
cracks (as opposed to the 
similar-appearing shrinkage 

cracks that are especially 
prevalent in concrete block) 
may extend through contigu-
ous building elements such as 
floor slabs, masonry walls 
above the foundation, and inte-
rior plaster work. Tapering 
cracks, or cracks that are near-
ly vertical and whose edges do 
not line up, may occur at the 
joints of projecting bay 
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windows, porches, and addi-
tions. These cracks indicate 
differential settlement due to 
inadequate foundations or 
piers under the projecting 
element. 

Often settlement slows a 
short time after construction 
and a point of equilibrium is 
reached in which movement no 
longer occurs. Minor settle-
ment cracking is structurally 
harmful only if long-term 
moisture leakage through the 
cracks adversely affects build-
ing elements. Large differential 
settlements, particularly 
between foundation walls and 
interior columns or piers, are 
more serious because they will 
cause movements in contigu-
ous structural elements such 
as beams, joists, floors, and 
roofs that must be evaluated 
for loss of bearing and, occa-
sionally, fracture. 

Should strengthening of the 
foundation be required, it can 
be accomplished by the addi-
tion of new structural ele-
ments, such as pilasters, or by 
pressure-injecting concrete 
epoxy grout into the founda-
tion wall. If movement contin-
ues and cracking is extensive, 
it is possible that the problem 
can only be rectified by under-
pinning. Older buildings with 
severe settlement problems 
may be very costly to repair. 
Seek the advice of a structural 
or soils engineer in such cases. 

�	 Problems associated with 
masonry piers. Masonry piers 
are often used to support 
internal loads on small resi-
dential buildings or to support 

The effect of soil pressure on foundation walls 

projecting building elements 
such as bay windows, porches, 
and additions. In some cases 
they support the entire struc-
ture. Piers often settle differen-
tially and over a long period of 
time (particularly when they 
are exposed to the weather) 
they tend to deteriorate. Com-
mon problems are: 

� Settlement or rotation of 
the pier footing, which causes 
a lowering or tilting of the pier 
and subsequent loss of bearing 
capacity. Wood frame struc-
tures adjust to this condition 
by flexing and redistributing 
their loads or by sagging (see 
Section 4.7). Masonry walls 
located over settled piers will 
crack. 

� Frost heaving of the footing 
or pier, a condition caused by 
the lack of an adequate footing 
or one of insufficient depth. 
This will result in raising or 

tilting the pier, and in structur-
al movement above it similar 
to that caused by settlement or 
rotation of the footing. Such a 
condition is most common 
under porches. 

� Physical deterioration of the 
pier due to exposure, poor 
construction, or overstressing. 
Above-ground piers exposed to 
the weather are subject to 
freeze-thaw cycles and subse-
quent physical damage. Piers 
for many older residential 
structures are often of poorly 
constructed masonry that dete-
riorates over the years. A sign 
of overstressing of piers is ver-
tical cracking or bulging. 

� Loss of bearing of beams, 
joists, or floors due to the 
above conditions or due to 
movements of the structure 
itself. 

Piers should be examined 
for plumbness, signs of 
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results in patterns of cracking 
similar to that caused by dif-
ferential settlement: tapering 
cracks that widen as they move 
diagonally upward. These 
cracks usually form during the 
building’s first year, and in 
existing buildings will appear 
as “old” cracks and exhibit no 
further movement. Although 
such cracks are often mistaken 
for settlement cracks, shrink-
age cracks usually occur in the 
middle one-third of the wall 
and the footer beneath them 
remains intact. Shrinkage 
cracking is rarely serious, and 
in an older building may have 

How backfilling can affect foundation walls	 been repaired previously. If the 
wall is unsound, its structural 
integrity sometimes can be 
restored by pressure-injecting 
concrete epoxy grout into the 
cracks or by adding pilasters. 

� Sweeping or horizontal crack-

How horizontal cracks relate to foundation wall movement 

ing of the foundation walls. 
The sweeping or horizontal 
cracking of brick or concrete 
block foundation walls may be 
caused by improper backfilling, 
vibration from the movement 
of heavy equipment or vehicles 
close to the wall, or by the 
swelling or freezing and heav-
ing of water saturated soils 
adjacent to the wall. Like dry-
ing shrinkage, sweeping or hor-
izontal cracking may have 
occurred during the original 
construction and been compen-
sated for at that time. Such 
distress, however, is potentially 
serious as it indicates that the 
vertical supporting member 
(the foundation wall) that is 
carrying a portion of the struc-
ture above is “bent” or 

settlement, condition, and their 
adequacy in accepting bearing 
loads. Check their width to 
height ratio, which should not 
exceed 1:10. Those that are 
deficient should be repaired or 
replaced. When appearance is 
not a factor (as is often the 

case), piers can be supplement-
ed by the addition of adjacent 
supports. 

�	 Cracking associated with dry-
ing shrinkage in concrete 
block foundation walls. The 
shrinkage of concrete block 
walls as they dry in place often 
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“broken.” It may be possible to 
push the wall back into place 
by careful jacking, and then 
reinforcing it with the addition 
of interior buttresses or by 
pressure-injecting concrete 
epoxy grout into the wall. If 
outside ground conditions 
allow, the wall can be relieved 
of some lateral pressure by 
lowering the ground level 
around the building. When 
expansive soils are suspected 
as the cause of the cracking, 
examine the exterior for 
sources of water such as bro-
ken leaders or poor surface 
drainage. Suspect frost heaving 
if the damage is above local 
frost depth or if it occurred 
during an especially cold 
p e r i o d . 

4.5 
Above-Ground 
Masonry Walls 

Inspect above-ground stone, 
brick, or concrete block walls for 
signs of the following problems: 

�	 Brick wall cracking associated 
with thermal and moisture 
movement. Above-ground 
brick walls expand in warm 
weather (particularly if facing 
south or west) and contract in 
cool weather. This builds up 
stresses in the walls that may 
cause a variety of cracking pat-
terns, depending on the config-
uration of the wall and the 
number and location of open-
ings. Such cracks are normally 
cyclical and will open and close 
with the season. They will grow 
wider in cold weather and nar-
rower in hot weather. Look for 

cracking at the corners of long 
walls, walls with abrupt 
changes in cross section (such 
as at a row of windows), walls 
with abrupt turns or jogs, and 
in transitions from one- to two-
story walls. These are the weak 
points that have the least 
capacity for stress. Common 
moisture and thermal move-
ment cracking includes: 

� Horizontal or diagonal 
cracks near the ground at 
piers in long walls due to hori-
zontal shearing stresses 
between the upper wall and the 
wall where it enters the 
ground. The upper wall can 
thermally expand but its move-
ment at ground level is moder-
ated by earth temperatures. 
Such cracks extend across the 
piers from one opening to an-
other along the line of least re-
sistance. This condition is nor-
mally found only in walls of 
substantial length. 

� Vertical cracks near the end 
walls due to thermal move-
ment. A contracting wall does 
not have the tensile strength to 
pull its end walls with it as it 
moves inward, causing it or the 
end walls to crack vertically 
where they meet. 

� Vertical cracks in short off -
sets and setbacks caused by 
the thermal expansion of the 
longer walls that are adjacent 
to them. The shorter walls 
are “bent” by this thermal 
movement and crack vertically. 

� Vertical cracks near the top 
and ends of the facade due to 
the thermal movement of the 
wall. This may indicate poorly 
bonded masonry. Cracks will 

tend to follow openings 
upward. 

� Cracks around stone sills 
or lintels caused by the expan-
sion of the masonry against 
both ends of a tight-fitting 
stone piece that cannot be 
c o m p r e s s e d . 

Cracks associated with thermal 
and moisture movement often 
present only cosmetic prob-
lems. After their cause has 
been determined, they should 
be repaired with a flexible 
sealant, since filling such cyclic 
cracks with mortar will simply 
cause the masonry to crack in 
another location. Cracks 
should be examined by a struc-
tural engineer and may require 
the installation of expansion 
joints. 

�	 Brick wall cracking associated 
with freeze-thaw cycles and 
corrosion. Brick walls often ex-
hibit distress due to the expan-
sion of freezing water or the 
rusting of embedded metals. 
Such distress includes: 

� Cracking around sills, 
cornices, eaves, chimneys, 
parapets, and other elements 
subject to water penetration, 
which is usually due to the 
migration of water into the 
masonry. The water expands 
upon freezing, breaking the 
bond between the mortar and 
the masonry and eventually 
displacing the masonry itself. 
The path of the water through 
the wall is indicated by the pat-
tern of deterioration. 

� Cracking around iron or 
steel lintels, which is caused by 
the expansive force of 
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Despite the loss of masonry, this arch is intact and can be repaired with matching bricks. 

corrosion that builds up on the 
surface of the metal. This 
exerts great pressure on the 
surrounding masonry and dis-
places it, since corroded iron 
can expand to many times its 
original thickness. Structural 
iron and steel concealed within 
the masonry, if exposed to 
moisture, can also corrode, and 
cause cracking and displace-
ment of its masonry cover. 
Rust stains usually indicate 
that corrosion is the cause of 
the problem. Check to make 
sure the joint between the 
masonry and the steel lintel 
that supports the masonry 
over an opening is clear and 

Walls that extend above ceiling joists 
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open. If the joint has been 
sealed, the sealant or mortar 
should be removed. 

These conditions usually can 
be corrected by repairing or 
replacing corroded metal com-
ponents and by repairing and 
pointing the masonry. Where 
cracking is severe, portions of 
the wall may have to be recon-
structed. Cracks should be 
examined by a structural 
e n g i n e e r . 

�	 Wall cracking or displacement 
associated with the structural 
failure of building elements. 
Structure-related problems, 
aside from those caused by dif-
ferential settlement or earth-
quakes, are usually found over 
openings and (less commonly) 
under roof eaves or in areas of 
structural overloading. Such 
problems include: 

� Cracking or displacement 
of masonry over openings, 
resulting from the deflection 
or failure of the lintels or 
arches that span the openings. 
In older masonry walls with 
wood lintels, cracking will 
occur as the wood sags or 
decays. Iron and steel lintels 
also cause cracking as they 
deflect over time. Concrete and 
stone lintels occasionally bow 
and sometimes crack. 

Masonry arches of brick or 
stone may crack or fail when 
there is wall movement or when 
their mortar joints deteriorate. 

When such lintel deflections 
or arch failures occur, the 
masonry above may be sup-
porting itself and will exhibit 
step cracks beginning at the 
edges of the opening and 

joining in an inverted “V” 
above the opening’s midpoint. 
Correcting such problems usu-
ally means replacing failed 
components and rebuilding the 
area above the opening. 

Occasionally masonry arches 
fail because the walls that sur-
round them cannot provide an 
adequate counterthrust to the 
arch action. This sometimes 
happens on windows that are 
too close to the corners of a 
wall or bay. In such cases, the 
masonry arch pushes the 
unbraced wall outward, caus-
ing it to crack above the open-
ing near or just above the 
spring of the arch. When this 
occurs, the end walls must be 
strengthened. 

� Cracking or outward dis -
placement under the eaves of 
a pitched roof due to failure in 
the horizontal roof ties that 
results in the roof spreading 
outward. The lateral thrust of 
the roof on the masonry wall 
may cause it to crack horizon-
tally just below the eaves or to 
move outward with the roof. 
The roof will probably be leak-
ing as well. When this occurs, 
examine the roof structure 
carefully to ascertain whether 
there is a tying failure. If so, 
additional horizontal ties or 
tension members will have to 
be added and, if possible, the 
roof pulled back into place. 
The damaged masonry can 
then be repaired. The weight 
also can be transferred to inte-
rior walls. Jacking of the ridge 
and rafters is possible too. 

� Cracking due to overload -
ing (or interior movement), 

which is fairly uncommon, but 
may be caused by a point load 
(often added during an alter-
ation) bearing on a wall of 
insufficient thickness. If the 
member has been concealed, 
such a problem will be difficult 
to investigate. The addition of 
interior wall supports or brac-
ing, however, may correct the 
source of the problem by 
relieving the load. 

� Cracking due to ground 
tremors from nearby con -
struction, heavy vehicular 
traffic, or earthquakes, which 
is roughly vertical in direction 
and occurs more toward the 
center of the building. Build-
ings exhibiting such cracking 
should be treated on a case-by-
case basis, since serious struc-
tural damage has possibly 
taken place. Consult a struc-
tural engineer experienced in 
such matters. 

�	 Bulging of walls. Masonry 
walls sometimes show signs of 
bulging as they age. A wall 
itself may bulge, or the bulge 
may only be in the outer withe. 
Bulging often takes place so 
slowly that the masonry 
doesn’t crack, and therefore it 
may go unnoticed over a long 
period of time. The bulging of 
the whole wall is usually due 
to thermal or moisture expan-
sion of the wall’s outer surface, 
or to contraction of the inner 
withe. This expansion is not 
completely reversible because 
once the wall and its associat-
ed structural components are 
“pushed” out of place, they can 
rarely be completely “pulled” 
back to their original positions. 



Residential Inspection 51 

The effects of the cyclical 
expansion of the wall are cum-
ulative, and after many years 
the wall will show a detectable 
bulge. Inside the building, sep-
aration cracks will occur on the 
inside face of the wall at 
floors, walls, and ceilings. 

Bulging of only the outer 
masonry withe is usually due 
to the same gradual process of 
thermal or moisture expansion: 
masonry debris accumulates 
behind the bulge and prevents 
the course from returning to 
its original position. In very old 
buildings, small wall bulges 
may result from the decay and 
collapse of an internal wood The V3 rule for wall stability 

lintel or wood-bonding course, 
which can cause the inner 
course to settle and the outer 
course to bulge outward. 

When wall bulges occur in 
solid masonry walls, the walls 
may be insufficiently tied to 
the structure or their mortar 
may have lost its bond 
strength. Large bulges must be 
tied back to the structure; the 
star-shaped anchors on the 
exterior of masonry walls of 
many older buildings are exam-
ples of such ties (check with 
local building ordinances on 
their use). Small bulges in the 
outer masonry course often 
can be pinned to the inner 
course or dismantled and 
rebuilt. 

�	 Leaning of walls. Masonry 
walls that lean (invariably out-
ward) represent a serious, but 
uncommon, condition that is 
usually caused by poor design A bowed brick veneer wall 
and construction practices, 
particularly inadequate 
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A deteriorated parapet wall that badly needs repointing. Fortunately, the wall has not yet exhibited serious movement, but it will if left unrepaired. 

structural tying or poor foun- When large areas or whole � Cracks caused by wood 
dation work. When tilting or walls lean, rebuilding the wall, frame shrinkage, which are 
leaning occurs, it is often asso- and possibly the foundation, most likely to be found around 
ciated with parapets and other may be the only answer. fixed openings where the inde-
upper wall areas, especially 
those with heavy masonry cor-

Test: A wall is usually considered 
unsafe if it leans to such an extent 

pendent movement of the 
veneer wall is restrained. These 

nices cantilevered from the that a plumb line passing through its cracks are also formed early in 
wall. Leaning can produce sep- center of gravity does not fall inside the life of the building and can 
aration cracking on the end the middle one-third of its base be repaired by pointing. 
walls and cracking on the inte- (called the V3 rule). In such an event, � Bulging, which is caused by 
rior wall face along floors, consult a structural engineer. inadequate or deteriorated ties 
walls, and ceilings. Leaning � Problems associated with between the brick and the wall 
walls can sometimes be tied brick veneer walls. Brick to which it is held. 
back to the structure and 
thereby restrained. In such 
cases, the bearing and connec-
tions of interior beams, joists, 
floors, and roof should be 
examined. 

veneer walls are subject to the 
forces of differential settle-
ment, moisture- and thermal-
related cracking, and the 
effects of freezing and corro-
sion. Common problems pecu-

� Vertical cracking at corners 
or horizontal cracking near 
the ground caused by thermal 
movement of the wall, which 
is similar to that in solid 
masonry or masonry cavity 

liar to brick veneer walls are: walls, but possibly more 
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pronounced in well-insulated 
buildings because of the 
reduction in the moderating 
effect from interior tempera-
tures. Thermal cracks are 
cyclic and should be filled with 
a flexible sealant. Where there 
is severe cracking, expansion 
joints may have to be installed. 

�	 Problems associated with 
parapet walls. Parapet walls 
often exhibit signs of distress 
and deterioration due to their 
full exposure to the weather, 
the splashing of water from 
the roof, differential move-
ment, the lack of restraint by 
vertical loads or horizontal 
bracing, and the lack of ade-
quate expansion joints. Typical 
parapet problems include: 

� Horizontal cracking at the 
roof line due to differential 
thermal movement between 
the roof line and the wall 
below, which is exposed to 
moderating interior tempera-
tures. The parapet may eventu-
ally lose all bond except that 
due to friction and its own 
weight and may be pushed out 
by ice formation on the roof. 

� Bowing due to thermal and 
moisture expansion when the 
parapet is restrained from 
lengthwise expansion by end 
walls or adjacent buildings. 
The wall will usually bow out-
ward since that is the direction 
of least resistance. 

� Overhanging the end walls 
when the parapet is not re-
strained on its ends. The prob-
lem is often the most severe 
when one end is restrained and 
the other is not. 

� Random vertical cracking 
near the center of the wall 
due to thermal contraction. 

� Deterioration of parapet 
masonry due to excessive 
water penetration through 
inadequate coping or flashing, 
if any, which when followed by 
freeze-thaw cycles causes 
masonry spalling and mortar 
deterioration. 

Carefully examine all parapet 
walls. Check their coping and 
flashing for watertightness and 
overall integrity. In some cases, 
structurally unsound parapets 
can be stabilized and their 
moisture and thermal move-
ments brought under control 
by the addition of expansion 
joints. In other cases, the wall 
may require extensive repair or 
rebuilding. All repairs should 
include adequate expansion 
joints. 

�	 Fire damage to brick masonry 
walls. Masonry walls exposed 
to fire will resist damage in 
proportion to their thickness. 
Examine the texture and color 
of the masonry units and 
probe their mortar. If they are 
intact and their basic color is 
unchanged, they can be consid-
ered serviceable. If they under-
go a color change, consult a 
qualified structural engineer 
for further appraisal. Hollow 
masonry units should be exam-
ined for internal cracking, 
where possible, by cutting into 
the wall. Such units may need 
replacement if seriously dam-
aged. Masonry walls plastered 
on the fire side may have been 
sufficiently protected and will 
have suffered few, if any, ill 

effects. See also Appendix A, 
Effects of Fire on Structural 
Systems. 

4.6 
Chimneys 

Chimneys, like parapets, have 
greater exposure to the weather 
than most building elements, and 
have no lateral support from the 
point where they emerge from the 
roof. Common problems are: 

�	 Differential settlement of the 
chimney caused by an inade-
quate foundation. If the chim-
ney is part of an exterior wall, 
it will tend to lean away from 
the wall and crack where it is 
joined to other masonry. In 
some cases, the chimney can 
be tied to the building. Consult 
a structural engineer. 

�	 Deterioration of masonry near 
the top due to a deteriorated 
cap that allows water into the 
masonry below and exposes it 
to freeze-thaw cycles. This cap 
is often made of a tapered 
layer of mortar, called a 
cement wash, that cracks and 
breaks after several years. 
Check the cap. If it is mortar 
and the chimney has a hood, 
repair the mortar. If it is mor-
tar and the chimney does not 
have a hood, replace the mor-
tar with a stone or concrete 
cap. If the cap is stone or con-
crete, repair it or replace it. 
Also see Section 2.9. 

�	 Leaning of the chimney where 
it projects above the roof due 
to deteriorated mortar joints 
caused either by wind-induced 
swaying of the chimney or by 
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sulfate attack from flue gases 
and particulates within the 
chimney when the chimney is 
not protected by a tight flue 
liner. Deteriorated mortar 
joints should be pointed, and 
unstable chimneys or those 
with a noticeable lean should 
be dismantled and rebuilt. 
Chimney-mounted antennas 
should be removed if they 
appear to be causing structural 
distress. 

4.7 
Wood Structural 

Components 
Wood structural components in 
small residential buildings are 
often directly observable only in 
attics, crawl spaces, or base-
ments. Elsewhere they are con-
cealed by floor, wall, and ceiling 
materials. Common signs of 
wood structural problems are 
sloping or springy floors, wall 
and ceiling cracks, wall bulges, 
and sticking doors and windows, 
although many such problems 
may be attributable to differen-
tial settlement of the foundation 
or problems with exterior mason-
ry bearing walls (see Sections 4.4 
and 4.5). 

When failures in wood structural 
components occur, they usually 
involve individual wood members 
and rarely result in the failure of 
the entire structure. Instead, an 
elastic adjustment takes place 
that redistributes stresses to 
other components in the building. 

A deteriorated chimney cap. Mortar, rather than concrete, is often improperly used (as it was The four types of problems com-
here) to cap the chimney. The masonry below will eventually deteriorate unless the cap is monly associated with such com-
replaced. 

ponents in small residential 
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buildings are 1) deflection and 
warping, 2) fungal and insect 
attack, 3) fire, and 4) connection 
failure and improper alteration. 
Inspect for these problems as fol-
lows: 

� Deflection, warping, and asso-
ciated problems. Some deflec-
tion of wood structural com-
ponents or assemblies is com-
mon in older buildings and 
normally can be tolerated, un-
less it causes loss of bearing 
or otherwise weakens connec-
tions or it opens watertight 
joints in roofs or other critical 
locations. Deflection can be 
arrested by the addition of 
supplemental supports or 
strengthening members. Once 
permanently deflected, how-
ever, a wood structural compo-
nent cannot be straightened. 

Warping of individual wood 
components almost always 
takes place early in the life of a 
building. It will usually cause 
only superficial damage, al-
though connections may be 
loosened and occasionally 
there may be a loss of bearing. 

Look for the following prob-
lems associated with wood 
structural components: 

� Loss of bearing in beams 
and joists over foundation 
walls, piers, or columns due to 
movements caused by long-
term deflection of the wood 
beams or joists, differential 
movements of the foundation 
elements, localized crushing, 
or wood decay. Check the bear-
ing and connections of all 
exposed structural elements 
that are in contact with the 
foundation and look for 

Some reasons for column settling 

The sagging floor is caused by settlement of a basement support. It may be possible to jack 
the floor and its adjacent wall into a level position, but this should be done slowly and 
carefully. 
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symptoms of bearing failure 
where these elements are con-
cealed, such as bowing or slop-
ing in the floor above, and 
cracking or tilting of founda-
tion walls, piers, and columns. 

� Sagging, sloping, or spring -
ing of floors due to foundation 
settlement, excessive spans, 
cut or drilled structural ele-
ments, overloading, or removal 
of supporting walls or columns 
on the floor above or below. 
Each case must be diagnosed 
separately. In older buildings, 
columns or walls that helped 
support or stabilize the floor 
above may have been removed 
during a previous alteration; 
conversely, partitions, bath-
rooms, kitchens, or similar 
remodelings may have been 
placed on a floor not designed 
to support such additional 
loads. Depending on the cir-
cumstances, sagging, sloping, 
or springing floors may be any-
thing from an annoyance to an 
indication of a potentially seri-
ous structural problem. Check 
below the floor for adequate 
supports and bearing and for 
sound connections between 
structural elements. Look for 
signs of supporting walls that 
have been removed, missing 
joist hangars, and for inappro-
priate cuts or holes in joists 
for plumbing, electric, or HVAC 
lines or ducts. Also look for 
signs of insect or fungal attack. 

Test: Roll a marble or similar heavy 
round object over suspect floor areas 
to determine the direction and degree 
of slope, if any.A  carpenter’s level 
also can be used. For large or com-
plex areas, a transit or laser level is 
more appropriate. 

� Floor sagging near stairway 
openings due to gradual de-
flection of the unsupported 
floor framing. This is a com-
mon problem in older houses 
and usually does not present a 
structural problem. Correction, 
if desired, will be difficult 
since the whole structural as-
sembly surrounding the stair 
has deformed. Look for signs 
that a supporting wall below 
the opening has been removed. 
Where this has occurred, struc-
tural modification or the addi-
tion of a supporting column 
may be required. 

� Floor sagging beneath door 
jambs resulting from improper 
support below the jamb. This 
can be a structural concern. If 
needed, additional bracing can 
be added between the joists 
where the sag occurs, but with 
some difficulty if above a fin-
ished ceiling. 

� Cracking in interior walls 
around openings, which may 
be caused by inadequate, 
deflected, or warped framing 
around the openings; differen-
tial settlement; or on the interi-
or of masonry load-bearing 
walls, by problems in the exte-
rior masonry wall. Cracking 
due to framing problems is 
usually not serious, although it 
may be a cosmetic concern 
that can be corrected only by 
breaking into the wall. See 
Sections 4.4 and 4.5 for crack-
ing caused by differential 
settlement or masonry wall 
p r o b l e m s . 

� Sagging in sloped roofs 
resulting from too many layers 

of roofing material, failure of 
fire retardant plywood roof 
sheathing, inadequate bracing, 
or undersized rafters. Some-
times three or more layers of 
shingles are applied to a roof, 
greatly increasing its dead 
load. Or, when an attic story 
has been made into a habitable 
space or otherwise altered, col-
lar beams or knee walls may 
have been removed. A number 
of factors, such as increases in 
snow and wind loads, poor 
structural design, and con-
struction errors result in 
undersized rafters. Check for 
all these conditions. 

� Failure of Fire Retardant 
Plywood (FRP) used at party 
walls between dwelling units in 
some townhouses, row houses, 
and multiple dwellings is not 
uncommon. Premature failure 
of the material is due to exces-
sive heat in the attic space. On 
the exterior, sagging of the 
roof adjacent to a party wall 
often is evident. On the interior, 
check for darkening of the ply-
wood surface, similar to char-
ring, as an indication of failure 
that requires replacement of 
the FRP with a product of com-
parable fire resistance and 
structural strength. 

� Spreading of the roof down -
ward and outward due to 
inadequate tying. This is an 
uncommon but potentially seri-
ous structural problem. Look 
for missing collar beams, inad-
equate tying of rafters and ceil-
ing joists at the eaves, or inad-
equate tying of ceiling joists 
that act as tension members 
from one side of the roof to 
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the other. Altered trusses can 
also cause this problem. Check 
trusses for cut, failed, or 
removed members, and for fas-
teners that have failed, been 
completely removed, or 
partially disconnected. 
Spreading can be halted by 
adequate bracing or tying, but 
there may be damage to 
masonry walls below the eaves 
(see Section 4.5). It is possible 
that the roof can be jacked 
back to its proper position. 
Consult a structural engineer. 

� Deflection of flat roofs due 
to too great a span, overload-
ing, or improper support of 
joists beneath the roof. This is 
a common problem and is usu-
ally of no great concern unless 
it results in leaking and subse-
quent damage to the structure, 
or unless it causes water to 
pond on the roof, thereby cre-
ating unacceptable dead loads. 
In both cases, the roof will 
have to be strengthened or 
releveled. 

� Fungal and insect attack. The 
moisture content of properly 
protected wood structural 
components in buildings usual-
ly does not exceed 10 to 15 
percent, which is well below 
the 25 to 30 percent required 
to promote decay by the fungi 
that cause rot or to promote 
attack by many of the insects 
that feed on or inhabit wood. 
Dry wood will never decay. 

Inspect all structural and 
non-structural wood compo-
nents for signs of fungus and 
insect infestation, including 
wood stains, fungi, termite 
shelter tubes, entry or exit 

A common location of fungal and insect infestation is where wood door frames touch concrete 
or earth at grade. 

holes, signs of tunneling, soft 
or discolored wood, small piles 
of sawdust or “frass,” and 
related signs of infestation. 

Test: Probe all suspect wood with a 
sharp instrument and check its mois-
ture content with a moisture meter. 
Wood with a meter reading of more 
than 20 to 25 percent should be thor-
oughly examined for rot or infesta-
tion. Sound wood will separate in 
long fibrous splinters, but decayed 
wood will lift up in short irregular 

pieces. See Appendix B, Wood In-
habiting Organisms, for more detailed 
i n f o r m a t i o n . 

Exterior building areas or 
components that should be 
checked are: 

� Places where wood is in 
contact with the ground, such 
as wood pilings, porch and 
deck supports, porch lattices, 
wood steps, adjacent fences, 
and nearby wood piles. 
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� Foundation walls that might 
harbor shelter tubes, including 
tubes in the cracks on wall 
surfaces. 

� Frames and sills around 
basement or lower level 
window and door frames, and 
the base of frames around 
garage doors. 

� Wood framing adjacent to 
slab-on-grade porches or 
patios. 

� Wood near or in contact 
with roofs, drains, window 
wells, or other areas exposed 
to periodic wetting from rain 
or lawn sprinklers, etc. 

Interior areas or components 
to be checked for rot or infes-
tation are: 

� Spaces around or within 
interior foundation walls and 
floors, crawl spaces, piers, 
columns, or pipes that might 
harbor shelter tubes, including 
cavities or cracks. 

� The sill plate that covers the 
foundation wall, and joists, 
beams, and other wood compo-
nents in contact with it. 

� Wood frame basement 
partitions. 

� Baseboard trim in slab-on-
grade buildings. 

� Subflooring and joists below 
kitchen, bathroom, and laundry 
areas. 

� Roof sheathing and framing 
in the attic around chimneys, 
vents, and other openings. 

Damage to wood from fungal 
or insect attack usually can be 
repaired at a reasonable cost 
by replacing or adding supple-
mental support to affected 

components after the source of 
the problem has been correct-
ed. Damage is rarely severe 
enough to seriously affect the 
structural stability of a build-
ing, although individual 
members may be badly deterio-
rated. Consult an exterminator 
when evidence of insect attack 
is found. 

� Fire-damaged wood. When 
exposed to fire, wood first 
“browns,” then “blackens,” 
then ignites and begins to char 
at a steady rate. The charred 
portion of the wood loses its 
structural strength, but the 
clear wood beneath does not, 
unless it undergoes prolonged 
heating. 

The remaining strength of 
wood exposed to fire can be 
determined by removing the 
char and estimating the size 
and strength of the new cross 
section. Damaged structural 
members may be reinforced by 
bolting additional structural 
members in a configuration 
that restores their original de-
sign strength. Consult a struc-
tural engineer before repairing 
major structural beams or gird-
ers. See also Appendix A, 
Effects of Fire on Structural 
Systems. 

�	 Connection failure and 
improper alteration. Open-web 
wood trusses are commonly 
used in small residential build-
ings as roof and floor struc-
tures. Those trusses with wood 
chords and wood webs usually 
use metal plate connectors. 
Where there is evidence of 
moisture, examine connectors 
for corrosion and for loss of 

embedment due to distortion 
of truss members. Also check 
glue laminated timber beams 
for delamination where there is 
evidence of moisture. Where 
possible, examine truss, rafter, 
and joist hangers for corrosion 
and proper nailing. 

Buildings are often altered 
incrementally by the addition 
of pipes and ducts when unfin-
ished spaces, such as base-
ments and attics, are made 
habitable or when kitchens and 
bathrooms are remodeled. Ob-
serve joists, rafters, and beams 
for holes cut through them, 
especially for any size cutouts 
at or near their top or bottom. 
Observe wood trusses for cuts 
through chords and webs of 
open web trusses and webs and 
flanges of plywood trusses. 

4.8

Iron and Steel 


Structural Components

Metal structural components used 
in small residential buildings are 
usually limited to beams and pipe 
columns in basements, angles 
over small masonry openings, and 
beams over long spans elsewhere 
in the structure. These compo-
nents are almost always made of 
steel, although in buildings erect-
ed before 1890 to 1900 they may 
be of cast or wrought iron. While 
cast iron is weaker in tension 
than steel, when found in small 
buildings it is rarely of insuffi-
cient strength unless it is deterio-
rated or damaged. 

Problems with iron and steel 
structural components usually 



Residential Inspection 59 

This fire-damaged wood should be carefully probed to determine the extent of charring. In this case, the wood was replaced. 

center on corrosion. Inspect them 
as follows: 

� Lintels and other embedded 
metal components in exterior 
masonry walls can corrode 
and in time become severely 
weakened themselves. Rain and 
snow often contain carbonic, 
sulfuric, nitric, or hydrochloric 
acid that lowers the pH of rain 
water, thereby accelerating cor-
rosion. Check all embedded 
iron and steel to determine its 
condition. 

Make sure lintels have ade-
quate bearing. Corrosion can 
also displace surrounding 
masonry; see Section 4.5. 

�	 Columns should be checked 
for adequate connections at 

Joist notching and drilling criteria 
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their base and top, and for cor-
rosion at their base if they rest 
at ground level. Eccentric (off-
center) loading or noticeable 
tilting of columns should be 
remedied. 

�	 Beams should be checked for 
bearing, adequate connections 
to the structure, and deflec-
tion. Bearing can be significant-
ly reduced on pilasters, piers, 
or columns in differentially 
settled buildings; inspect such 
conditions carefully (see 
Section 4.4). Beams in small 
residential buildings rarely 
deflect. If deflection is found, 
however, the cause should be 
determined and supplemental 
supports or plates should be 
added to correct the problem. 

�	 Fire damage to iron and steel 
structural components should 
be carefully inspected. Iron 
and steel rapidly lose their 
load-bearing capacity when 
exposed to fire and will under-
go considerable expansion and 
distortion. In general, a struc-
tural iron or steel member that 
remains in place with negligi-
ble or minor distortions to its 
web, flanges, or end connec-
tions should be considered ser-
viceable. Sagging or bent mem-
bers, or those with a loss in 
bearing capacity should be 
replaced or reinforced with 
supplemental plates. 

Test: When the quality or composition 
of an iron or steel structural compo-
nent is in doubt, a small sample of the 
metal (called a “coupon”) may be 
removed from a structurally unimpor-
tant location and sent to a testing labo-

Failure of a concrete lintel and sill due to differential settlement of the building. Permanent	
ratory for evaluation. The sample 
should be tested in accordance withrepairs will be quite expensive. Note the makeshift shoring of the lintel. 
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ASTM E8, Standard Test Methods for 
Tension Testing of Metallic Materials, 
and ASTM E9, Standard Test Meth-
ods of Compression Testing of Metallic 
Materials at Room Te m p e r a t u r e. Such 
work should be performed under the 
auspices of a structural engineer. 

4.9

Concrete Structural


Components

Concrete is commonly used for 
grade and below-grade level 
floors and for footings. It also 
may be used for foundations, 
beams, floors above grade, porch-
es or patios built on grade, exteri-
or stairs and stoops, sills, and 
occasionally as a precast or 
poured-in-place lintel or beam 
over masonry openings. Concrete 
structural components are rein-
forced. Welded steel wire mesh is 
used in floors at and below grade, 
patios built on grade, walks and 
drives, and short-span, light-load 
lintels. All other concrete struc-
tural components usually are 
reinforced with steel bars. 

Inspect for the following: 

�	 Cracking at corners or open-
ings in concrete foundations 
below masonry exterior walls 
due to drying shrinkage of con-
crete walls that are prevented 
from contracting by the mass 
of the masonry above. This 
cracking will occur early in the 
life of the building. Minor 
cracks can be filled with mor-
tar and major cracks with con-
crete epoxy grout. 

�	 Cracking of interior slabs on 
grade is usually due to shrink-
age or minor settlement below 

the slab. If cracking is near and 
parallel to foundation walls, it 
may have been caused by the 
movement of the walls or foot-
ers (see Section 4.4). Cracking 
can also result from soil swell-
ing beneath the slab, a condi-
tion that may be caused by 
water from clogged or broken 
basement or footer drains. 
Rarely is such cracking struc-
turally harmful to the building. 

�	 Cracking of exterior concrete 
elements, such as porches, 
patios, and stairs, is usually 
due to heaving from frost or 
nearby tree roots, freeze-thaw 
cycles, settlement, or a combi-
nation of these conditions. It is 
compounded by the use of 
deicing salts. Such cracking 
rarely presents a structural 
problem to the building, but is 
often a practical problem that 
can best be remedied by 
replacing the concrete and pro-
viding the new work with more 
stable support. Cracks in exist-
ing concrete elements that are 
not seriously deteriorated may 
be cyclical and can be filled 
with a flexible sealant. 

�	 Fire damage to concrete struc-
tural components should be 
thoroughly evaluated. Concrete 
heated in a building fire will 
lose some compressive 
strength, although when its 
temperature does not exceed 
550 ºF (290 ºC) most of its 
strength eventually will be 
recovered. If the concrete sur-
face is intact, it can usually be 
assumed to be in adequate 
condition. Superficial cracking 
can be ignored. Major cracks 
that could influence structural 

behavior are generally obvious 
and should be treated on a 
case-by-case basis. Cracks can 
be sealed by injecting concrete 
epoxy grout. Paints are avail-
able to restore the appearance 
of finely cracked or crazed 
concrete surfaces. See also 
Appendix A, Effects of Fire on 
Structural Systems. 

Tests: Two specialized tests may 
sometimes be useful for estimating 
the quality, uniformity, and compres-
sive strength of in-situ concrete. The 
first is the Windsor Probe, a device 
that fires a hardened steel probe into 
concrete. See ASTM C803, Standard 
Test Method for Penetration Resis-
tance of Hardened Concrete . The 
second test is the Schmidt Hammer, 
which measures the rebound of a 
hardened steel hammer dropped on 
concrete. See ASTM C805, Standard 
Test Method for Rebound Number of 
Hardened Concrete. 

For additional information about 
inspecting and repairing concrete, 
consult the following publications 
from the American Concrete 
Institute: ACI 201.1R, Guide for 
Making a Condition Survey of 
Concrete in Service; ACI 364.1R, 
Guide for Evaluation of Concrete 
Structures Prior to Rehabilitation; 
and ACI 546.1R, Concrete Repair 
Guide. 




